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ADLINK Technology Introduces High Performance Dual-core PXI Controller
Features Intel® Core™2 Duo T7500 CPU, GME965 chipset and 4 GB DDR2 memory for the Highest Level of Performance Available in the Industry
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Taipei, Taiwan (October 6th, 2008). ADLINK Technology Inc. (TAIEX:6166) announced the release of the PXI-3950, a dual-core PXI controller which combines the Intel® Core™2 Duo T7500 2.2 GHz processor, Mobile Intel® GME965 chipset and 4 GB 667 MHz DDR2 memory to provide cutting-edge performance for high-end test and measurement applications such as RF testing , sound/vibration analysis and automatic optical inspection. The PXI-3950, the latest addition to ADLINK’s new family of PXI controllers for hybrid testing systems, integrates multiple I/O interfaces (including dual GbE, GPIB, USB and COM) to support a wide variety of bench-top instruments.
To further increase system performance, the PXI-3950 also supports a 7200 RPM 120 GB hard drive. To maintain thermal reliability, the PXI-3950 incorporates a heat sink composed of aluminum and a heat pipe. The heat pipe rapidly transmits the heat generated from CPU to the large surface area of heat sink. This composite heat sink enables the PXI-3950 to operate in an extended 0 - 55°C extensive temperature range, while maintaining all critical components in a stable working temperature.
The PXI-3950 additionally incorporates a dual Gigabit Ethernet port configuration, which allows the use of one GbE port for LAN connectivity and the other port for a determinative bandwidth and latency connection with LXI instruments. For further information, please visit http://www.adlinktech.com/PXI .
About ADLINK Technology

ADLINK Technology provides a wide range of embedded computing products and services to the test & measurement, automation & process control, gaming, communications, medical, network security, and transportation industries. ADLINK products include PCI Express®-based data acquisition and I/O; vision and motion control; and AdvancedTCA, CompactPCI, and Computer-on-Modules (COMs) for industrial computing. ADLINK strives to minimize the total cost of ownership (TCO) of its customers by providing customization and system integration services, maintaining low manufacturing costs, and extending the lifecycle of its products. ADLINK is a global company with headquarters and manufacturing in Taiwan; R&D and integration in Taiwan, China, and the US; and an extensive network of worldwide sales and support offices.

ADLINK is ISO-9001, ISO-14001, and TL9000 certified, is an Associate Member of the Intel® Embedded and Communications Alliance, an Executive Member of PICMG, and a Sponsor Member of the PXI Systems Alliance. ADLINK is a publicly traded company listed on the TAIEX Taiwan Stock Exchange (stock code: 6166).
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