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New RoHS-compliant 3U 19-Slot PXI Chassis with Smart Chassis Management
Nineteen slot capacity chassis offers advanced cooling design, remote status monitoring, and flexible rack-mounting
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Taipei, Taiwan (9th September, 2008). ADLINK Technology Inc.(TAIEX:6166) has released a new RoHS-compliant 3U 19-slot PXI chassis: the PXIS-2719. This industry-first 19-slot PXI chassis features one system slot and eighteen peripheral slots, an innovative cooling mechanism, a flexible rack-mounting design, and smart chassis management for both bench-top and rack-mount test & measurement applications. 
The ADLINK PXIS-2719 features an innovative design for even and efficient heat dissipation: the fans are located in the rear section of the chassis to pull cool air in from the bottom, though the PXI modules, and out the rear. This new design provides uniform air flow between slots with only a maximum 10% difference in temperature measured on load boards during testing. When this chassis is installed in a rack, this cooling design significantly minimizes the drawing in of hot air from the rear area of the rack where all other devices exhaust to maintain a steady temperature inside the chassis.
The PXIS-2719 also includes a smart chassis management feature. Fan speed is controlled automatically based on the internal temperature or manually through user input. Chassis temperature, fan speed, and system voltages are continually self-monitored to ensure system stability. The PXIS-2719 also supports remote management by sending chassis status to designated systems via a standard RS-232 port and allowing remote power on/off control through the use of software commands. 
An optional rack-mount kit is also included with the chassis. This newly-designed kit allows the chassis to be recessed up to 10 cm in a cabinet rack to accommodate multiple wires/connectors or mass interconnect modules.
“This combination of 19-slot capacity, exceptional cooling design, 0-55°C operating temperature rating, and the chassis management features makes the PXIS-2719 an ideal platform for variety of PXI system controllers, instrument boards, data acquisition modules, and I/O boards for a wide range of PXI applications,” stated James Gau, ADLINK Vice-President for Test and Measurement.
About ADLINK Technology

ADLINK Technology provides a wide range of embedded computing products and services to the test & measurement, automation & process control, gaming, communications, medical, network security, homeland security, and transportation industries. ADLINK products include integrated building blocks for Industrial Application Platforms: ISA, PCI, PXI, and PCI Express-based data acquisition and I/O; vision and motion control; and AdvancedTCA, CompactPCI, PICMG, and COM Express modules for industrial computing. ADLINK strives to minimize the total cost of ownership (TCO) of its customers by providing customization and system integration services, maintaining low manufacturing costs, and extending the lifecycle of its products. ADLINK is a global company with headquarters and manufacturing in Taiwan; R&D and integration in Taiwan, China, and the US; and an extensive network of worldwide sales and support offices. 

ADLINK is ISO-9001, ISO-14001, and TL9000 certified, is an Associate Member of the Intel® Communications Alliance, an Executive Member of PICMG, a Sponsor Member of the PXI Systems Alliance, and an Associate Member of the LXI Consortium. ADLINK is a publicly traded company listed on the TAIEX Taiwan Stock Exchange.
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